
installation instructions

Step 1
Assemble the embedded unit
from the parts: 

Step 2
Prepare the mounting base with power
supply cable pre-run to the location
and the embedded fixture anchor installed.Plate (2 pcs)

Stud M10x220 (4 pcs)
Nut DIN934 M10 (16 pcs)

Step 3
Detach the mounting bracket by removing
the two M8 DIN7991 screws with a 5mm hex
wrench. Mount the base onto the foundation
and fasten it to the cast-in anchor using
the supplied hardware.
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installation instructions

Step 4
Remove the access cover by unscrewing two M5 DIN 7991
screws with a 3mm HEX key. Inside the pole, loosen four
M6 DIN 315 wing nuts and withdraw the mounting bracket.

Step 5
Attach the mounting bracket to the fixture using
four M4 DIN 912 screws (3mm HEX key required).
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installation instructions

Step 7
Connect the power module’s connector to the matching connector
on the luminaire. Insert the four M6 DIN 931 bolts from the luminaire into the pole’s
guide slots. Lower the power module to the access cover level and secure it with two
M6 DIN 315 wing nuts. Slide the luminaire down the guide slots until it stops. Press
the luminaire firmly against the pole and secure it from the inside using four
M6 DIN 315 wing nuts. If a grounding wire is present from the luminaire,
insert it into the corresponding terminal block in the power module and secure it.  

Step 6
Insert the power module into the pole using
the guide slots and two M6 DIN 931 bolts.  
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installation instructions

Step 8
Mount the assembled pole with luminaire
and power module onto the mounting
base using two M8 DIN 7991 screws.
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